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1. Executive summary 

Due to the increasing use of 1Global Navigation Satellite System (GNSS) receivers (which are 

now available in a multitude of models having varying levels of accuracy, error correcting 

ability, and data quality documenting potential) by North Carolina state government agencies to 

produce maps or Geographic Information System (GIS) data sets, the Geographic Information 

Coordinating Council (GICC) Statewide Mapping Advisory Committee (SMAC) has updated the 

ñStatewide Global Positioning System (GPS) Data Collection and Documentation Standardsò 

document to the more inclusive, more technically up to date ñGlobal Navigation Satellite System 

Data Collection and Documentation Standardsò document. 

 

GNSS is a generic name for satellite navigation systems that provide autonomous positioning 

worldwide.  GNSS includes: 

 Global systems 
 

System Country URL 

Navigation Signal Timing and Ranging 

Global Positioning System (NAVSTAR GPS) 
U.S.A. http://www.gps.gov/systems/gps/ 

GLObal NAvigation Satellite System 

(GLONASS) 
Russia 

http://www.glonass-

center.ru/en/GPS/ 

Galileo 
European 

Union 

http://www.esa.int/Our_Activities/

Navigation/The_future_-

_Galileo/What_is_Galileo 

Bediou or Compass China http://en.beidou.gov.cn/ 

 

 Regional systems 
 

System Country URL 

Indian Regional Navigation Satellite System 

(IRNSS) 
India 

http://www.isro.org/satellites/irnss.a

spx 

Quasi-Zenith Satellite System(QZSS) or 

Michibiki  
Japan http://www.qzs.jp/en/ 

 

At the present time (March 2014), GPS and GLONASS are the only satellite-based positioning 

and navigation systems that are fully operational.   

 

  

                                            
1 A GNSS receiver is a receiver that has been manufactured to receive signals from at least GPS 

and GLONASS satellites and may or may not have been manufactured to receive signals from 

WAAS, Galileo, Bediou or Compass, IRNSS, and/or QZSS satellites.  Thus, these standards 

will refer to satellite-based positioning, navigation, and timing receivers as GNSS receivers. 

http://www.gps.gov/systems/gps/
http://www.glonass-center.ru/en/GPS/
http://www.glonass-center.ru/en/GPS/
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Each state agency that collects locational data must understand that there may be other users of 

the data (in the present and/or in the future) with even more stringent accuracy requirements than 

their requirements.  Therefore, each state government agency that collects locational data shall: 

 Ensure that their locational data collecting personnel have a strong foundation in GNSS 

theory and have been trained in the proper use of GNSS equipment.  

 Use either mapping-grade or survey-grade receivers in GNSS data collection efforts where 

horizontal accuracy ranging from five (5) meters to sub-centimeter is required or the data are 

being collected for authoritative purposes.  

 For inventory (non-authoritative) type applications, a procedure described in Section 6 can be 

used to collect non-authoritative information with a non-professional grade receiver in lieu of 

using a mapping or survey-grade receiver.  Such receivers can only be used when the 

procedure in Section 6 is strictly followed to ensure that the state standard for horizontal 

accuracy has been met. Non-professional grade receivers are not adequate for any state 

locational data collection for authoritative purposes.  A non-professional grade receiver 

should not be used to collect vertical information that is used for any state authoritative 

application. 

 Test their GNSS receivers for accuracy daily if geodetic horizontal control monuments are 

located at the place of work or near the project site.  Testing should occur at a minimum 

immediately prior to and immediately following the conclusion of a project, and at a 

minimum monthly. 

 Differentially correct GNSS data (Figure 1) using post-processing software or via a real time 

correction service. 

 Archive the digital products representing all stages of the GNSS data collection and 

processing chain (e.g., uncorrected field files, base station files used for differential 

corrections, electronic data entry forms, corrected GNSS files, and final GIS datasets). 

 Document all GNSS-derived GIS data products with appropriate forms of metadata. 

 

These minimum GNSS data collection and data documentation standards will have five (5) 

important effects: 

 Agencies that collect GNSS data will know exactly what is required 

 Each agencyôs GNSS data will contain metadata 

 Agencies that use state GNSS data will have confidence in the dataôs quality 

 The state will save money by eliminating the need to re-collect locational data 

 The use of GNSS will become more prevalent in state government 
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Figure 1. A graphical explanation of the importance of collecting  and processing GNSS data according to these data 

collection and documentation standards . 
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2. Position statement 

This document is an update to the minimum standards that were adopted in 1994, and revised in 

1999 and 2006, to be used by all state agencies and their contractors using GNSS technology to 

generate locational data.  The demand for more accurate and precise locational data within North 

Carolina state government will only increase with the continued automation of locational data 

sets.  GNSS will be the principal tool for collecting locational data used in systems, such as a 

computer models or a GIS, for which horizontal geographic accuracy is critical.  GNSS is an 

important and cost-effective method for locating features too numerous or too dynamic to be 

mapped by traditional methods.  Therefore, GNSS mapping is being recommended by many 

state and federal agencies as the locational data collection method of choice. 
 

There are three segments to GNSS: 

 Space segment: The constellation of navigation satellites  

 Control segment: The worldwide network of satellite tracking stations  

 User segment: The people who use a GNSS receiver to collect locational data, navigate, 

and/or collect time information (note: satellite navigation systems are based on 

very accurate atomic clocks). 
 

GNSS receivers or units fall into two categories: Non-professional and Professional.  For the 

purpose of these standards, the professional receivers discussed are used to produce mapping and 

survey products.  This document does not address standards for survey-grade, but is focused on 

the use of professional mapping-grade receivers and non-professional grade receivers for non-

authoritative applications.  The choice of a GNSS receiver depends upon the intended use and 

the accuracy requirement of the GNSS locational data.  

 Non-professional (previously referred to as ñrecreational-gradeò) GNSS receivers are sold 

primarily for outdoor sports or recreational activities and have horizontal accuracy 

requirements that do not meet the state standard for GIS data.  Non-professional receivers 

operate in autonomous point positioning mode without the GNSS-derived positions being 

differentially corrected in either real-time or post-processing.  These GNSS receivers are the 

least accurate of all the grades.  

 ñEnhancedò recreational-grade GNSS receivers that have been equipped to operate in a 

differential GNSS (DGPS) mode could meet state standards if their output files documented 

which points were differentially corrected and the age of the real-time data on each 

differentially corrected point. 

 Mapping-grade GNSS receivers have the capacity for higher accuracy (subïfoot to five-

meter horizontal accuracy) and are designed to facilitate data collection for a GIS program.  

Mapping-grade GNSS units use differential correction for high accuracy. 

 Survey-grade GNSS receivers also use differential correction for the highest accuracy and are 

used for surveying tasks that require very high accuracy (within 1 cm). 
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This document does not address standards for survey-grade GNSS activities.  Agencies involved 

in locational data collection must decide whether or not their projects require survey-grade 

accuracy (+/- 1-2 cm).  Surveying activities are governed by strict standards beyond the scope of 

this document.  This document defines standards for on-ground field collection using GNSS.  It 

does not address aerial GNSS data collection or control.  These standards apply to current GNSS 

technology.  Thus, these standards will require periodic review and possible revision as GNSS 

technologies evolve.  

 

There are five (5) main uses for GNSS today: 

 Navigation: Getting from one location to another 

 Position: Determining a basic position using precise locational data 

 Tracking : Monitoring the movement of people and things 

 Mapping: Attaching coordinates to features, attributes, and metadata 

 Timing : Providing precise timing 

 

GNSS techniques are one of the primary tools for locating features on or above the earth's 

surface.  In North Carolina, government agencies, academic institutions, and private companies 

are using GNSS to determine the location of a multitude of features, including:  

 Points: Features such as pollutant discharges and water supply wells 

 Lines:  Features such as roads and streams 

 Areas: Features such as waste lagoons 

 

Before GNSS, such features had to be located with surveying equipment, aerial photographs, or 

satellite imagery.  Now with GNSS, these features can be located by a single operator using 

hand-held equipment.  However, the accuracy of data collected using GNSS technology is highly 

variable depending on field methods, type of equipment, and post-processing of the data. 
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When collecting location information for producing maps or GIS data sets, all state 

government agencies must:  

 Use professional-grade GNSS receivers  

 Differentially correct the GNSS derived locational data 

 Use the procedure outlined in Section 6 if a non-professional grade GNSS unit is used 

for data collection 

 

Professional and non-professional GNSS units are designed and built for different purposes.  

Professional units have been engineered and built to provide accurate location coordinates and 

efficient collection of attribute information and metadata. 

 

GIS users typically require horizontal accuracies within 5 meters or better for mapping features 

so that data layers can be overlaid and spatial relationships determined.  It is imperative that all 

state agencies collect locational data with the knowledge that there may be other users of the data 

in the future.  Potential users, unknown to the original data collectors, may have accuracy 

requirements exceeding those of the collecting agency. 

 

Typically, GNSS does not capture vertical positions as accurately as horizontal positions.  The 

vertical accuracy from a GNSS observation is 2-3 times worse than the horizontal accuracy.  

Mapping units should not be used to obtain elevation values for applications that require accurate 

elevations of less than three (3) meters. 

 

These minimum GNSS data collection and data documentation standards will have four 

important effects:  

1. Agencies collecting GNSS data will know exactly what is expected from their time and effort 

spent to collect and document the data with Federal Geographic Data Committee (FGDC) 

compliant metadata. 

2. Local, state, and federal agencies using state-collected GNSS data can do so with confidence 

in its quality, because the data will be collected, corrected, and documented according to 

standardized procedures. 

3. The state will save money by maximizing original locational data collection accuracy and 

documentation, which will eliminate the need for additional trips to previously located sites. 

4. The use of GNSS for collecting locational data will become more prevalent in state 

government because GNSS technology, training, and data documentation will be more 

consistent and more readily accessible.  

  



10  

 

The GICC supports the development and adoption of standards for the successful collection, 

exchange, and use of locational data.  GNSS data collection standards are necessary so that state 

agencies and their contractors have minimum specifications for collecting GNSS data.  

Contractors should be in compliance with North Carolina General Statute Chapter 89C 

(Engineering and Land Surveying) 

(http://www.ncleg.net/EnactedLegislation/Statutes/HTML/ByChapter/Chapter_89C.html), when 

applicable, with respect to the collection of GNSS data.  

 

GNSS data documentation in the form of metadata is required in order to provide spatial data 

users with specific information about the lineage of a spatial data set (e.g. source, quality, and 

content).  Adequate metadata is required for the appropriate, responsible, and defensible use of 

any spatial data set.  Consequently, the GICC has adopted the FGDC ñContent Standards for 

Digital Geospatial Metadataò (CSDGM) (http://www.fgdc.gov/metadata/csdgm). 

 

  

http://www.ncleg.net/EnactedLegislation/Statutes/HTML/ByChapter/Chapter_89C.html
http://www.ncleg.net/EnactedLegislation/Statutes/HTML/ByChapter/Chapter_89C.html
http://www.fgdc.gov/metadata/csdgm
http://www.fgdc.gov/metadata/csdgm
http://www.fgdc.gov/metadata/csdgm
http://www.fgdc.gov/metadata/csdgm
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3. Global Navigation Satellite System 

Global Navigation Satellite System (GNSS) is a generic name for satellite navigation systems 

that provide autonomous positioning worldwide.  GNSS includes: 

 Global systems 
 

System Country URL 

Navigation Signal Timing and Ranging 

Global Positioning System (NAVSTAR GPS) 
U.S.A. http://www.gps.gov/systems/gps/ 

GLObal NAvigation Satellite System 

(GLONASS) 
Russia 

http://www.glonass-

center.ru/en/GPS/ 

Galileo 
European 

Union 

http://www.esa.int/Our_Activities/

Navigation/The_future_-

_Galileo/What_is_Galileo 

Bediou or Compass China http://en.beidou.gov.cn/ 

 

 Regional systems 
 

System Country URL 

Indian Regional Navigation Satellite System 

(IRNSS) 
India 

http://www.isro.org/satellites/irnss.a

spx 

Quasi-Zenith Satellite System(QZSS) or 

Michibiki  
Japan http://www.qzs.jp/en/ 

 

At the present time (March 2014), GPS and GLONASS are the only satellite-based positioning 

and navigation systems that are fully operational. 

 

Background on GPS  

GPS, which is a satellite-based positioning, navigation, and timing system, is a $12 billion 

project that was initiated by the U.S. Department of Defense (DoD) in the 1970s for military 

purposes.  Although DoD still manages the system, the use of GPS has spread to a wide range of 

civilian and commercial applications.  For more information, please peruse the following 

resources on the Internet: 

 GPS information resources: www.gps.gov 

 GPS Information: http://www.gps.gov/systems/gps/ 

 How GPS Works: http://www.gps.gov/multimedia/poster/ 

 GPS Accuracy: http://www.gps.gov/systems/gps/performance/accuracy/ 

 

  

http://www.gps.gov/systems/gps/
http://www.glonass-center.ru/en/GPS/
http://www.glonass-center.ru/en/GPS/
http://www.gps.gov/
http://www.gps.gov/systems/gps/
http://www.gps.gov/multimedia/poster/
http://www.gps.gov/systems/gps/performance/accuracy/
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The GPS system consists of the following three segments: 

 Space: The constellation of 32 (as of December 19, 2013) NAVSTAR satellites that orbit 

the earth twice a day at an altitude of approximately 20,200 km (12,500 miles). 
 

Note: Although the original design had 24 satellites, there may be more than 24 

satellites in orbit at a given time due to the longer than expected lifespan 

of some of the earlier satellites.  At the time of this writing, 32 satellites 

were in orbit. 
 

 Control:  The DoD operated ground stations, data links, and command and control facilities. 

 Users: GNSS users throughout the world on land, sea, and in the air. 

 

The GPS satellites broadcast high-frequency radio signals, which contain satellite position and 

precise time data, twenty-four hours a day to enable anyone with a GNSS receiver to determine 

his/her 3-D position, velocity, and time.  Each GPS satellite broadcasts two signals:  

 L1 signal (1575.42 MHz) for Standard Positioning Service (SPS) users (i.e. civilians) 

 L2 signal (1227.60 MHz) for Precise Positioning Service (PPS) users (i.e. the military) 

 

The DoD has continually modernized the system with more advanced satellites as older satellites 

become non-functional.  Newer generation satellites are providing a third frequency (L5), a 

civilian code on L2 (L2C), and a military code on all signals.  Additional information on GPS 

modernization can be found at the following URL: 

http://www.gps.gov/systems/gps/modernization/ 

 

The basis of GPS technology is precise information about time and position.  To determine a 

horizontal or vertical location on earth, signals from at least four (4) satellites are required.  

Accurate and precise time is obtained through the use of atomic clocks, which are accurate to 

within one (1) second every 70,000 years.  GNSS receivers calculate the distance to each satellite 

by measuring the time interval between the transmission and the reception of a satellite signal.  

Once the distance measurements of at least four (4) satellites are known, the GNSS receiver uses 

the process of trilateration to determine its position. 

 

http://www.gps.gov/systems/gps/modernization/civilsignals/
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GPS can be used worldwide, 24 hours a day, and in all types of weather.  While positional 

accuracy is very high, it does vary depending on the receiver, field techniques used, post-

processing of data, and the following inherent errors: 
 

Error  Description 

Atmospheric 
Interference with the GPS radio signals as they pass through the charged particles in 

the ionosphere and the water vapor in the troposphere. 

Ephemeris or 

satellite 

position 

Inconsistencies or uncertainties about a satelliteôs exact position in orbit. 

Timing 
Minute discrepancies in a satellite's atomic clock that translate into travel time 

measurement errors. 

Multipath 

The GPS signalôs non-straight line path as it reflects off objects in the local 

environment (e.g., trees, fences, and/or buildings) before it reaches a GNSS receiver, 

which results in derived distant errors. 

Positional 

Dilution of 

Precision 

(PDOP) value 

The satellite position geometry index for precision (Figure 2):  

 Low PDOP (favorable configuration) where the GPS satellites are spread out 

across the sky (left image) 

 High PDOP (less favorable configuration) where the GPS satellites are bunched 

together in the sky (right image) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Figure 2. A diagram showing the satellite position geometry index for precision, Positional Dilution of 

Precision (PDOP): 

 Low PDOP (favorable configuration) where the GPS satellites are spread out across the sky (left 

image) 

 High PDOP (less favorable configuration) where the GPS satellites are bunched together in the 

sky (right image) 
 

Note: Previously, a PDOP value greater than or equal to 6 was considered as a ñbadò or ñpoorò 

configuration.  In the past few years, technological and software improvements have made it 

possible for certain GNSS receivers to extract useful positional information from a set of 

GPS satellites with a considerably higher PDOP value, which may or may not involve an 

extended observation period and/or using carrier signals.  Nevertheless, a GNSS user must 

not exceed the recommended settings for his/her receiver and software. 

GPS receiver 

Low PDOP (favorable) 
 

GPS receiver 

High  PDOP (less favorable) 
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Each of the preceding inherent errors, except for multipath and high PDOP, can be eliminated or 

significantly reduced through the use of Differential GPS (DGPS) techniques (Figure 1).  DGPS 

involves the use of a stationary receiver, referred to as a base station or a Continuously Operating 

Reference Station (CORS) that continuously records satellite measurements at a fixed and known 

location.  Since the base stationôs position is known, the errors in the signal to each satellite can 

be determined by measuring the ranges to each satellite and comparing the measured ranges to 

the calculated ranges from the known position of the base station.  The difference between the 

measured range and the calculated range is the differential correction for each satellite that is in 

view from the base stationôs GNSS antenna.  This error correction factor information can be 

either: 

 Broadcasted by a radio transmitter or transmitted via the internet for real-time differential 

correcting by GNSS receivers equipped with a radio link or cell phone data link, respectively. 

 Stored on an Internet server for post-processing (i.e. a GNSS user downloads the 

corresponding base station data after completing the GNSS data collection and does the 

differential correcting procedure on a computer) 

 

In contrast, the roving receiver collects measurements (ranges) in the field at unknown locations: 

 Real-time differential correcting: The roving GNSS receiver applies the broadcast or 

transmitted differential corrections to its GNSS range observations as they are collected in 

order to remove errors in the ranges and improve the accuracy.  

 Post-processing differential correcting: The GNSS user transfers the stored GNSS range 

observations from the GNSS receiver to a computer, downloads the corresponding base 

station data via the Internet, and uses post-processing software to remove errors in the ranges 

and improve the accuracy 
 

Note: In order for differential correction to work, whether in real-time or post-processing, the 

roving receiver needs to record its measured positions and the exact time that each 

measurement was made.  This timing information is then used in the differential 

correction procedure to remove the positional error at each instant. 

 

The North Carolina Geodetic Survey (NCGS) maintains the NC GNSS CORS Network.  Due to 

the fact that NCGS is continually adding new CORS, users are advised to view the current status 

map on the ñCORS and GNSSò web page at the following URL: 

http://geodeticsurvey.nc.gov/Pages/CORS-and-GNSS.aspx 
 

  

http://geodeticsurvey.nc.gov/Pages/CORS-and-GNSS.aspx
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The quality of the GNSS receiver also has a significant impact on positional accuracy.  Survey-

grade receivers are the most expensive and produce data of the highest precision and accuracy.  

Mapping-grade receivers are mid-range in price and provide sufficient accuracy for most 

locational and GIS applications. 

 

Data obtained using non-professional-grade receivers, the least expensive type of receiver, is the 

least accurate.  Some non-professional-grade receivers have add-on modules that can be used for 

real-time differential correction.  Companion data-logging and post-processing software are now 

available for a very limited number of the most high-end non-professional-grade GNSS 

receivers.  The horizontal accuracy of such ñenhancedò non-professional-grade GNSS receivers 

can in most instances meet the ñwithin 5 meters 95% of the timeò state standard. 

 

Note: The specific type of enhanced non-professional unit shall have been tested and 

approved by NCGS before it can be used for state GIS data collection.  The cost of 

the extra data-logging hardware and post-processing software required to bring the 

accuracy of data collected with a non-professional-grade GNSS unit up to mapping-grade 

standards begins to approach that of lower-end mapping-grade GNSS units.  It is 

questionable whether this approach to acquiring GNSS equipment is a sound investment. 

 

Without differential correction, the accuracy of any GNSS receiver, regardless of grade, will not 

meet the accuracy requirements to support the development of locational information for 

geographic information systems in North Carolina. 

 

Using DGPS can result in much greater accuracy, as shown in Table 1.  Vertical error is typically 

two to three times higher than horizontal error. 

 

Table 1:  GNSS receiver types and horizontal accuracies with differential GPS 

Type of 

receiver 

Differential GPS 

capabilities 

Real-time differential 

GPS 

Differential GPS with 

post-processing 

Survey Yes + 1 cm + 1 cm 

Mapping Yes + 1-5 m + 1-5 m 

Enhanced non-

professional 
Note

1
 Note

2
 Some open source options. 

 

Note
1
: Requires external hardware device or built in data collection capacity. 

Note
2
: Requires external radio beacon or built-in capability to receive range corrections. 
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4. Mapping-grade receiver levels 

Mapping-grade receiver levels: 

 Sub-foot mapping-grade 

 Sub-meter (1-3 feet) mapping-grade 

 Sub-5 meter (3-15 feet) mapping-grade 

 

Note:  Regardless of the mapping-grade receiverôs stated level of accuracy, the locational 

data must be differentially corrected either in real time [e.g. NC Real-Time Network 

(RTN), Nationwide DGPS (NDGPS), or another real time correction service] or after 

the data is collected by post-processing. 

 

 

5. Best practices for GNSS use 

The best practices for using GNSS technology include:  

 Coordination of purchases with NCGS 

 Using the most appropriate grade receiver 

 Data collection  

 Data processing 

 Training 

 Operator certification 

 

5.1. Purchasing  

State government agencies are encouraged to coordinate their purchases of GNSS technology 

with NCGS.  The NCGS staff are aware of the latest developments in the technology and the 

relative specifications between product offerings of the various GNSS vendors. 

 

5.2. Using the most appropriate grade of receiver 

To select the most appropriate GNSS receiver grade, answer the questions in the GNSS receiver 

selection decision tree (Figure 3). 

 

Note: For those applications that require 5-10 m (15-30 ft) accuracy, an agency could use an 

enhanced recreational-grade receiver with either real-time differential correction or post 

processing.  However, the positional data derived from such a GNSS receiver would not 

be suitable for any NC State government database or GIS. 
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 Figure 3. A decision tree diagram on how to select the most appropriate GPS receiver grade for conducting a particular locational 

project/task. 
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5.3. Capturing data 

5.3.1. Static mode 

Receiver procedures vary between models.  Thus, a GNSS user should follow the manufacturerôs 

guidelines.  In general, a guideline to follow for static point positioning is to collect data at one 

(1) second intervals.  The amount of data to be collected will vary with the type of receiver from 

a minimum number of ten (10) readings to a maximum of about one hundred and eighty (180) 

readings for very old GNSS units (e.g. GeoExplorer II series).  These readings need to be 

automatically stored in the receiver for later downloading onto a computer for post-processing or 

the readings need to be differentially corrected in real time and then downloaded onto a 

computer. 

 

5.3.2. Kinematic mode 

The recommended measurement interval for collecting data in a kinematic mode (i.e. while 

moving) is dependent on the operatorôs velocity, shape of the feature, and the receiver model.  

Therefore, the user should follow the manufacturerôs guidelines.  If data is being collected from a 

fast moving platform such as an automobile, airplane, or train, the measurement interval shall not 

exceed one (1) second.  In contrast, if the user is collecting data while walking, the measurement 

interval will vary depending on shape of the feature, the receiver model, and any blockages.  

These readings need to be automatically stored in the receiver for later downloading onto a 

computer for post-processing or the readings need to be differentially corrected in real time and 

then downloaded onto a computer. 

 

5.3.3. Elevation mask 

Greater than fifteen (15) degrees (recommended for older units).  Note: An elevation mask is the 

setting to exclude signals from satellites below a certain angle from the horizon.  Please refer to 

your GNSS receiverôs manual for the mapping-grade or higher setting, because modern receivers 

and processing software are designed to utilize satellite signals from satellites below fifteen (15) 

degrees by filtering out poor signals. 

 

5.3.4. Datum 

NAD 83, the state legislated datum 

 

5.3.5. Ellipsoid 

Geodetic Reference System 1980 (GRS 80) ellipsoid 

 

5.3.6. Satellites 

Minimum of four (4) satellites  
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5.3.7. Signal to Noise Ratio (SNR) 

39 dBHz (recommended).   

Please refer to your GNSS receiverôs manual for the mapping-grade or higher setting. 

 

5.3.8. Positional Dilution of Precision (PDOP) 

Less than six (6) (recommended for older units) 

Please refer to your GNSS receiverôs manual for the mapping-grade or higher setting, because 

modern receivers and their software are designed to utilize less favorable PDOP conditions. 

 

The Positional Dilution of Precision (PDOP) is the satellite position geometry index for precision 

referring to how close or far apart the satellites are from each other in the sky (Figure 2). 
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5.4. Mission planning  

GNSS mission planning is an effective method for GNSS users to determine the optimal time to 

perform field data collection.  Two of the most important factors in obtaining the highest 

accuracy in your GNSS data are having at least four (4) satellites in view at a sufficiently high 

elevation above the horizon and having the lowest possible PDOP values.  A low PDOP value 

indicates an evenly spaced arrangement of satellites in the constellation above the survey site at 

the time the data is to be collected.  There are certain periods of the day in which the satellite 

constellation is in a poor configuration for collecting data (i.e. high PDOP) and should be 

avoided.  Therefore, it is important to assess satellite availability before heading into the field to 

collect GNSS data.  Furthermore, these high PDOP conditions are exacerbated in mountainous 

terrain, heavy forest cover, or urban canyon situations, because satellite signals would be 

blocked.  Therefore, a user planning to collect data under such conditions should conduct the 

mission planning with a higher elevation mask (i.e. 20 or 25 degrees instead of the standard 15 

degrees). 

 

Trimble offers mission planning as a free online service with its Trimble GNSS Planning Online 

(http://www.trimble.com/GNSSPlanningOnline/#/Settings).  The company used to include 

mission planning in its processing software, GPS Pathfinder Office 

(http://www.trimble.com/mappingGIS/PathfinderOffice.aspx), as the QuickPlan module, but has 

since removed that module.  Although the company still provides a free stand-alone mission 

planning program, Trimble Planning Software v2.9 

(http://ww2.trimble.com/planningsoftware_ts.asp), the program is no longer listed on their GPS 

Data Resources webpage (http://www.trimble.com/Support/GPD_Data_Resources.aspx) and the 

company has not updated the program since August 2010. 

 

Whether a user utilizes a stand-alone program, an integrated module, or an online service, the 

mission planning software requires current (less than 2 weeks old) satellite orbit information, 

which is broadcasted from each GPS satellite in a file called an almanac.  The advantage of using 

an online service is that the provider is responsible for using the most up-to-date almanac 

available.  Unfortunately, the Trimble GNSS Planning Online service does not post the date and 

time of its current almanac file.  However, this information can be obtained by visiting their GPS 

Data Resources webpage (http://www.trimble.com/Support/GPD_Data_Resources.aspx) and 

examining the fileôs information on their ftp site: 

Latest Almanac Data 

Latest Almanac files for use with Trimble planning utilities  

GPS/GLONASS almanac in Trimble Planning file format 

(ftp://ftp.trimble.com/pub/eph/almanac.alm) 

http://www.trimble.com/GNSSPlanningOnline/#/Settings
http://www.trimble.com/GNSSPlanningOnline/#/Settings
http://www.trimble.com/mappingGIS/PathfinderOffice.aspx
http://www.trimble.com/mappingGIS/PathfinderOffice.aspx
http://ww2.trimble.com/planningsoftware_ts.asp
http://ww2.trimble.com/planningsoftware_ts.asp
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/GNSSPlanningOnline/#/Settings
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
ftp://ftp.trimble.com/pub/eph/almanac.alm
ftp://ftp.trimble.com/pub/eph/almanac.alm
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The disadvantage of using a stand-alone program or an integrated module is that the user is 

responsible for obtaining and using the most up-to-date almanac available.  Fortunately, a current 

almanac file can be easily obtained from the following resources: 

 The U.S. Coast Guard Navigation Center (NAVCEN) GPS NANUS, ALMANACS, & OPS 

ADVISORIES webpage (http://www.navcen.uscg.gov/?pageName=gpsAlmanacs) offers 

almanacs in the following formats: 

o YUMA Almanac - .alm, .txt  

o SEM Almanac - .al3, .txt  
 

Note: Certain GNSS mission planning software may require almanac information in a specific 

format.  Check your GNSS equipment manufacturerôs documentation for specific 

details. 
 

 A mapping-grade or survey-grade GNSS receiver 
 

Note: A GNSS user should have his/her GNSS receiver track GPS satellites until the receiver 

has reported that an almanac file has been downloaded, which may take 15+ minutes, 

before transferring the receiverôs downloaded almanac file to a computer.  In addition, 

the user should also verify the almanac fileôs date in order to ensure that the file is 

current. 
 

 A GNSS manufacturerôs GNSS data resources webpage, such as Trimbleôs GPS Data 

Resources webpage (http://www.trimble.com/Support/GPD_Data_Resources.aspx) 

 

The advantage of using the stand-alone program or the module was that the PDOP values 

throughout a userôs data collection period could be exported in either a graph or a table format.  

A graph was useful for quickly determining what parts of the day would have PDOP peaks.  

Whereas, a table was useful for knowing exactly when these PDOP peaks would occur.  In 

contrast, the online version exports data only as graphs. 

 

In contrast, the advantages of using the online version are as follows: 

 It is convenient in not having to download and load an almanac. 

 The site location can be determined by entering a street address into an Internet-based 

mapping service as well as the coordinates from a geodetic monumentôs datasheet. 

 It provides time-lapse maps (global maps down to the userôs site) of ionospheric total 

electron content (TEC) and scintillation (disruption). 

  

http://www.navcen.uscg.gov/?pageName=gpsAlmanacs
http://www.navcen.uscg.gov/?pageName=gpsAlmanacs
http://www.navcen.uscg.gov/?pageName=gpsAlmanacs
http://www.navcen.uscg.gov/?pageName=currentAlmanac&format=yuma
http://www.navcen.uscg.gov/?pageName=currentAlmanac&format=yuma-txt
http://www.navcen.uscg.gov/?pageName=currentAlmanac&format=sem
http://www.navcen.uscg.gov/?pageName=currentAlmanac&format=sem-txt
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
http://www.trimble.com/Support/GPD_Data_Resources.aspx
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5.5. Processing data 

5.5.1. Processing data settings 

5.5.1.1. Units 

Meters.  North Carolina § 102-1.1. 

(http://www.ncleg.net/EnactedLegislation/Statutes/PDF/ByChapter/Chapter_102.pdf) stipulates, 

ñAll coordinates of the system are expressed in metres.ò and then stipulates that, ñThe U.S. 

Survey Foot, 1 meter = 39.37 inches or 3.2808333333 feet, shall be used as a conversion 

factor.ò for converting between feet and meters. 

 

5.5.1.2. Coordinate system 

North Carolina State Plane, the state legislated coordinate system  

(http://www.ncleg.net/EnactedLegislation/Statutes/PDF/ByChapter/Chapter_102.pdf). 

 

5.5.1.3. Vertical datum 

North American Vertical Datum of 1988 
 

5.5.2. Timely post-processing of GNSS data 

GNSS data may be corrected by two methods:  

 Real time corrections from either: 

o NC GNSS Real Time Network (RTN) (http://rtnweb.nc.gov/)  

o A satellite correction service provider, such as Omnistar (http://www.omnistar.com/) or 

StarFire 

(http://www.navcomtech.com/wps/dcom/navcom_en_US/technology/augmentation/starfi

re/starfire.page?). 

o Nationwide Differential GPS (NDGPS) 

(http://www.navcen.uscg.gov/?pageName=ndgpsMain) 

 Post-processing by downloading the GNSS field file(s) from your GNSS receiver to a 

computer, downloading GNSS base station files, and then using desktop software to perform 

the differential correction. 

 

In order to post-process a GNSS field file, the processing software needs base station correction 

files, which can be downloaded from the NC GNSS RTN Reference Data Shop using the 

following directions 

(http://geodeticsurvey.nc.gov/Documents/How_to_download_GNSS_base_station_data_from_th

e_NCRTN.pdf). 

Note: The NC GNSS RTN Reference Data Shop posts GNSS (GPS + GLONASS) base station files 

for only the previous three (3) months in order to conserve space on the server.  Therefore, a 

spatial data user should post-process his/her field files on a daily or weekly basis.   

http://www.ncleg.net/EnactedLegislation/Statutes/PDF/ByChapter/Chapter_102.pdf
http://www.ncleg.net/EnactedLegislation/Statutes/PDF/ByChapter/Chapter_102.pdf
http://www.ncleg.net/EnactedLegislation/Statutes/PDF/ByChapter/Chapter_102.pdf
http://rtnweb.nc.gov/
http://rtnweb.nc.gov/
http://www.omnistar.com/
http://www.omnistar.com/
http://www.navcomtech.com/wps/dcom/navcom_en_US/technology/augmentation/starfire/starfire.page?
http://www.navcen.uscg.gov/?pageName=ndgpsMain
http://www.navcen.uscg.gov/?pageName=ndgpsMain
http://rtnweb.nc.gov/
http://geodeticsurvey.nc.gov/Documents/How_to_download_GNSS_base_station_data_from_the_NCRTN.pdf
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Base station files can also be obtained from the National Geodetic Survey (NGS) User Friendly 

CORS site (UFCORS) (http://www.ngs.noaa.gov/UFCORS/) as a ñGPS onlyò file (i.e., no 

GLONASS data) or as a GNSS file.  A spatial data user may access UFCORS directly 

(http://www.ngs.noaa.gov/UFCORS/) or from within a frame of a desired CORS webpage [e.g. 

ASHEBORO 2 (NCZO) (http://www.ngs.noaa.gov/cgi-cors/corsage.prl?site=NCZO].  Although 

the UFCORS interface is identical whether it is accessed directly or within a frame of a CORS 

webpage, this document will cover how to access it from within a frame of a desired CORS 

webpage to emphasize the fact that UFCORS does not automatically select a spatial data userôs 

desired station even if the user accessed UFCORS as a frame from within his/her desired 

stationôs CORS webpage. 

 

Note: The UFCORS webpage posted the following dated notices: 

 

 Updated: 2014-APR-08, Tuesday, 1414hEDT 

Augmented GPS (L2C and L5) and GLONASS is now available from 2007:208 [2007 JUL 

29] -present.  No earlier data is available. 

 

 

 

 

http://www.ngs.noaa.gov/UFCORS/
http://www.ngs.noaa.gov/UFCORS/
http://www.ngs.noaa.gov/UFCORS/
http://www.ngs.noaa.gov/UFCORS/
http://www.ngs.noaa.gov/cgi-cors/corsage.prl?site=NCZO
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The UFCORS download webpage (http://www.ngs.noaa.gov/UFCORS/) can be accessed as frame within a desired stationôs CORS webpage by 

the following steps: 

1. Visit the NCGS ñCORS and GNSSò webpage (http://geodeticsurvey.nc.gov/Pages/CORS-and-GNSS.aspx): 

a. Observer that the network (Figure 4) has achieved not only statewide coverage at a dense 30-60 km spacing arrangement, but provides 

seamless coverage along the Tennessee and South Carolina borders due to a data sharing agreement with those two neighboring states. 

b. Click on the closest base station to your collection site [e.g. ASHEBORO 2 (NCZO)], which will direct you to the NGS CORS webpage 

for that station (e.g. http://www.ngs.noaa.gov/cgi-cors/corsage.prl?site=NCZO). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 4. The status map of the NC Continuously Operating Reference Station (CORS) Network and the NC Real-Time Network (RTN), 

which is also known as the Real-Time Kinematic (RTK) Network, showing the location and capability of each CORS: 

 NC GNSS CORS site (i.e. can receive signals from both the U.S. and the Russian navigation satellites) in the RTN (i.e. can be 

accessed in real-time via a data cell phone and accessed for post-processing via the Internet) 

 NC CORS site (i.e. can receive signals from only the U.S. navigation satellites) in the RTN 

 NC CORS site not in the RTN (i.e. cannot be accessed in real-time, but can be accessed for post-processing via the Internet)  

 NC GNSS CORS site that is being installed and will be incorporated into the RTN 

 South Carolina GNSS CORS site that is accessible via the NC RTN 

 Tennessee GNSS CORS site that is accessible via the NC RTN 

file:///D:/X_My%20Documents/Statewide%20Mapping%20Advisory%20Committee_SMAC/Updated%202014/UFCORS
http://www.ngs.noaa.gov/UFCORS/
http://geodeticsurvey.nc.gov/Pages/CORS-and-GNSS.aspx
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Figure 5. The NGS CORS webpage for 

ASHEBORO 2 (NCZO). 

2. From the NGS CORS webpage for your 

selected station [e.g. ASHEBORO 2 (NCZO) 

(http://www.ngs.noaa.gov/cgi-

cors/corsage.prl?site=NCZO] (Figure 5), 

which shows vicinity photographs of that 

station in a frame of that stationôs webpage,  

a. Click on the ñCustom Files (UFCORS)ò 

link on the left side of the page, which 

will replace the photographs in the frame 

(identified with the orange dashed line 

rectangle) with the UFCORS webpage. 

b. Please observe that UFCORS opens with no station selected (Figure 6).  In addition, the 

UFCORS download site is a context sensitive form in that it will only offer the option of 

downloading GNSS data if you select a station that has a GNSS receiver.  Every CORS 

in the NCGS CORS Network utilizes a GNSS receiver.  However, the following CORS 

in North Carolina utilize a ñGPS onlyò receiver: 

 PARI_OBS_NC-2008 (P779), which is operated by UNAVCO 

(http://www.unavco.org/aboutus/aboutus.html) 

 GREENSBORO 5 (NCG5) and NEW BERN 6 (NBR6), which are operated by the 

U.S. Coast Guard (http://www.navcen.uscg.gov/) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Click 

Observe that UFCORS does 
not know what station you 
want even when accessed as 
a frame within your selected 
ǎǘŀǘƛƻƴΩǎ /hw{ ǿŜōǇŀƎŜΦ 

Figure 6. The opening UFCORS 

dialog box as a frame within 

the NGS CORS webpage for 

ASHEBORO 2 (NCZO). 
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http://www.ngs.noaa.gov/cgi-cors/corsage.prl?site=NCZO
http://www.ngs.noaa.gov/cgi-cors/corsage.prl?site=NCZO
http://www.ngs.noaa.gov/cgi-cors/CorsSidebarSelect.prl?site=nczo&option=Custom%20Files%20(UFCORS)
http://www.unavco.org/aboutus/aboutus.html
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c. Decide on which time zone you will utilize for referencing your data collection time 

period as either Coordinated Universal Time (UTC), which is basically Greenwich 

Mean Time (GMT), or the local time zone: 

 Eastern Standard Time (EST), which is UTC - 5 or GMT ï 5 

~or~ 

 Eastern Daylight Time (EDT), which is UTC ï 4 or GMT - 4 
 

Hint:  The sooner that you can think in UTC in the 24-hour format, the better. 
 

d. Answer the following questions 

about your GNSS data collection 

period (Figure 7) and then press 

the [Get CORS data file] button: 

 Start Date:  

1). Place the cursor in the 

ñStart Dateò field to 

activate the pop-up 

calendar.  

2). Select your starting date 

and then press the [Done] 

button, which will fill-in 

the following fields: 

ñYearò and ñDay of 

Yearò (i.e. Julian Day). 

 Start Time:  

1). Place your cursor in the 

ñStart Timeò field to 

activate the pop-up menu, 

which offers the starting time hour in the 24-hour format from 0:00 hrs to 23:00 

hrs. 

2). Select the start time hour in the same time zone as what you will select for the 

ñTime Zoneò option. 

Continued on the next page.  

Figure 7. The UFCORS dialog box completed to download 

base station files from ASHEBORO 2 (NCZO). 
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d. Answer the following questions about your GNSS data collection period and then press 

the [Get CORS data file] button (continued from the previous page): 

 Time Zone: 

1). Place your cursor in the ñTime Zoneò field to activate the pop-up menu, which 

offers time zones listed as UTC (GMT), GMT-1éGMT-12, GMT + 1éGMT + 

14. 

2). Select the time zone that you utilized for referencing your data collection time 

period. 

 Duration in Hours : 

1). Place your cursor in the ñDuration in Hoursò field to activate the pop-up menu, 

which offers 1 to 24-hour long files in whole hour increments. 

2). Select the minimum number of hours to cover your time collection period. 

 Site ID: 

If you do not remember the CORS ID of your selected station, press the ñCORS 

Mapò link and then zoom down to your collection area to find the closest CORS. 

1). Place your cursor in the ñSite IDò field to activate the pop-up menu. 

2). Scroll down to your closest station and then select it, which will invoke the 

ñAvailable Satellite Systemsò option to list the satellite systems available for that 

particular station. 

 Sampling Rate: 

1). Place your cursor in the ñSampling Rateò field to activate the pop-up menu, 

which offers the following options: ñAs isò, 1 second, 5 seconds, 15 seconds, and 

30 seconds. 

2). Select the ñAs isò option. 
 

Note: All the stations in the NCGS CORS Network record GNSS data at the 1-

sec rate, which means that the ñAs isò is equivalent to the ñ1-sec rateò 

option.  However, the three North Carolina CORS stations that are not in 

the NCGS network record at the following rates: NBR6 at 5 seconds, 

NCG5 at 5 seconds, and P779 at 15 seconds 
 

Note: Please remember that NGS decimates data files older than 30 days from 

the sampling rate that it was recorded at (e.g. 1-sec intervals) to a 30-sec 

sampling rate in order to save space on their server.  Therefore, process 

your GNSS field data in a timely manner. 
 

Continued on the next page.  



 

  28 

d. Answer the following questions about your GNSS data collection period and then press 

the [Get CORS data file] button (continued from the previous page): 

 Available Satellite Systems: 

1). If you collected the data with an old (legacy) ñGPS onlyò receiver and your 

processing software cannot handle GLONASS data or the new GPS signals, then 

select only the ñGPS (L1+L2 only)ò option. 

2). If you collected the data with a relatively new ñGPS onlyò receiver and your 

processing software can handle the new GPS signals, but not GLONASS signals, 

then select only the ñGPS (L1+L2+L2C+L5)ò option. 

Note: If your processing software can handle the new GPS signals, it will very 

likely be able to handle GLONASS signals. 

3). Conversely, if you collected the data with a GNSS receiver or collected it with a 

ñGPS onlyò receiver and use a processing program that can handle GLONASS 

data, then select the ñGLONASSò option in addition to either the ñGPS 

(L1+L2+L2C+L5)ò or ñGPS (L1+L2 only)ò GPS options. 

 Optional files? 

o Coordinate File: Yes or No (not needed for mapping-grade, but encourage the 

user to download for verification) 

o NGS data sheet: Yes or No (not needed for mapping-grade, but encourage the 

user to download for verification) 

o IGS Orbits in SP3 format:  Yes or No (not needed for mapping-grade) 

3). Download the requested zip file, which will be named CORS ID Julian day.zip (e.g. 

nczo061.zip).  

 

Base station files can also be downloaded automatically from UFCORS by using download 

scripts with a GNSS processing software program, such as Trimbleôs GPS Pathfinder Office 

(http://www.trimble.com/mappingGIS/PathfinderOffice.aspx) or Leicaôs Leica Zeno Office 

(http://www.leica-geosystems.us/en/Leica-Zeno-Field-Office_79643.htm). 

 

Whether a GNSS user downloads base station files from UFCORS automatically with a 

download script or by visiting the UFCORS, this section is titled ñTimely post-processing of 

GNSS dataò for a reason.  It is important for each GNSS user to not delay differentially 

correcting his/her uncorrected field files (i.e. stockpiling them for en masse processing), but 

rather to download the necessary base station files and perform the differential correction process 

on a daily or a weekly basis, because NGS decimates the sampling rate of each base station 

GPS/GNSS file that is over 30-days-old from its original sampling rate (i.e. 1-sec for NCGS 

stations) to a 30-sec rate in order to conserve space on their server.  

http://www.trimble.com/mappingGIS/PathfinderOffice.aspx
http://www.trimble.com/mappingGIS/PathfinderOffice.aspx
http://www.leica-geosystems.us/en/Leica-Zeno-Field-Office_79643.htm
http://www.leica-geosystems.us/en/Leica-Zeno-Field-Office_79643.htm
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5.5.3. Processing of GNSS data in real time 

5.5.3.1. North Carolina GNSS Real Time Network (RTN) 

The NC GNSS RTN is a recommended source of real-time GNSS differential corrections for 

GIS mapping by state agencies.  In fact, the system is designed to support centimeter (cm) level 

survey applications.  Thus, it is more than robust enough for GIS mapping applications. 

 

A user with a GNSS receiver can connect to the RTN using a wireless Internet connection [i.e. a 

data enabled cell phone or a MiFi (i.e. a wireless router that can act as a mobile Wi-Fi hotspot)].  

Once the RTN has determined that the userôs GNSS receiver is operating within the networkôs 

coverage area (Figure 4), it will then send GNSS correctors back to the userôs GNSS receiver for 

real-time differential correction. 

 

NCGS developed the RTN with software that can stream real-time correction signals to 

individual users from a location-specific set of the six (6) closest stations within the statewide 

NC CORS Network while simultaneously doing the same operation for other users.  However, 

instead of providing these correction signals as a set of correction signals from these closest 

stations, the RTN assembles a ñvirtualò amalgamated station with the correction signals from the 

closer base stations weighted more than those from the more distant stations. 
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5.5.3.2. Nationwide Differential Global Positioning System (NDGPS) 

The Nationwide Differential Global Positioning System (NDGPS) began as a United States 

Coast Guard (USCG) maritime navigation system that has since expanded inland and become the 

worldôs largest ground-based GPS augmentation service covering the continental US, Alaska 

(southern coast), Hawaii, and Puerto Rico (Figure 8). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 

Currently, the tower sites are positioned at a density of at least single coverage (i.e. being able to 

receive signals from at least one tower) throughout nearly the entire coverage area of the system.  

However, the USCG is working to increase that density to double coverage (i.e. being able to 

receive signals from at least two towers) throughout the entire coverage area. 

  

Figure 8. The coverage area map of the Nationwide Differential GPS (NDGPS) network showing 

the location of DGPS sites in the network and the coverage areas with coverage from: 

 A single NGPS station shown in blue shading 

 Multiple NDGPS stations shown with pink shading 

Map source: USCG 
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The purpose of the NDGPS is to provide accurate positioning and location information in real-

time to meet surface transportation navigation needs (e.g. harbor navigation, emergency response 

units, positive train control, etc.).  Since the major uses of the system are for critical navigation 

needs, each NDGPS site monitors the integrity of the GPS signal and will broadcast a warning if 

an anomaly is detected.  In addition to using the system for navigation, the correction signals can 

also be used for a multitude of positioning needs, such as precision farming, land surveying, 

mapping, and scientific applications. 
 

In North Carolina (Figure 9), NDGPS provides statewide coverage from a station in Greensboro 

and New Bern as well as from a station in Dandridge, Tennessee; Driver, Virginia; and 

Kensington, South Carolina.  In fact, most of the state has double coverage. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

These differential correction signals can be obtained in real-time from an NDGPS broadcast 

tower site by tuning a navigation radio beacon, which can be purchased from most GNSS 

vendors, to either the siteôs transmitting frequency or its ID 

(http://www.navcen.uscg.gov/?pageName=dgpsSiteInfo&All): 

 New Bern, NC (294 kHz / ID 771) 

 Greensboro, NC (303 kHz / ID 824) 

 Dandridge, TN (305 kHz / ID 782) 

 Driver, VA (289 kHz / ID 806) 

 Kensington, SC (292 kHz / ID 778) 

  

Figure 9. The coverage area map of the Nationwide 

Differential GPS (NDGPS) network in North 

Carolina and the surrounding states showing 

the location of DGPS sites in the network and 

the coverage areas with coverage from: 

 A single NGPS station shown in blue 

shading 

 Multiple NDGPS stations shown with 

pink shading 

Map source: USCG 

DGPS coverage from the Nationwide DGPS for 

North Carolina and the surrounding states 

http://www.navcen.uscg.gov/?pageName=dgpsSiteInfo&All
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The Nationwide Differential Global Positioning System (NDGPS) provides GPS differential 

corrections that can yield a horizontal accuracy of 1-3 meters at the 95% confidence level.  Thus, 

it is an acceptable source of differential corrections for GIS mapping by state agencies.  

However, since this differential correction procedure is dependent on receiving a radio signal 

corresponding to each collected GPS position, the user must set the GNSS receiverôs real-time 

settings with the following cascading search protocol: 

1. Search for an NDGPS signal 

2. If an NDGPS signal is not received, then use uncorrected GPS. 

 

Since it is impractical to check to see if each collected GNSS position was differentially 

corrected in real-time via an NDGPS signal, the user will still need to post-process the 

collected GNSS field data to ensure that each collected GNSS position has been 

differentially corrected.  Basically, when NDGPS is used for: 

 Mapping, the real-time corrections can create a good map of the mapped positions for the 

user to view while collecting data, but this map may contain uncorrected positions.  Hence 

the need to post-process afterwards. 

 Navigation, the real-time correction signals can be used to guide the user to the target site.  If 

the receiver loses the signal during the navigation process, then the receiver should report a 

message like ñOld navigation.ò 

 

Although the system is led by the USCG, it is an interagency collaborative with the following 

partners (http://www.navcen.uscg.gov/?pageName=dgpsMain):  

 US Department of Transportation (DOT): http://www.navcen.uscg.gov/?pageName=ndgpsMain 

 US Army Corps of Engineers (USACE): 

http://www.navcen.uscg.gov/?pageName=ArmyCorpsEngineers 

  

http://www.navcen.uscg.gov/?pageName=dgpsMain
http://www.navcen.uscg.gov/?pageName=ndgpsMain
http://www.navcen.uscg.gov/?pageName=ArmyCorpsEngineers
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5.5.3.3. Wide Area Augmentation System (WAAS) 

The Wide Area Augmentation System (WAAS) is not an acceptable sole source of differential 

corrections for GIS mapping by state agencies due to: 

 Signal interruption problems from trees, buildings, and mountains 

 Lower quality mapping accuracy (7 m) 

 

When using WAAS as a source of differential corrections in the field, the data must still be post-

processed to verifty that all data has been corrected [please the procedure outlined in section 

5.5.2. Timely post-processing of GNSS data]. 

 

Yet, the two high quality WAAS-based mapping receivers that are on the market now [SX Blue 

(http://sxbluegps.com/) by GENEQ inc. and ikeGPS (http://www.ikegps.com/)] and their 

accompanying software packages [PC-Mapper (http://sxbluegps.com/product/pc-mapper/) and 

ikeDesktop 2.0 (http://www.ikegps.com/ikegps/ikedesktop/)] are designed for users to not post-

process.  However, GENEQ inc. stated on its ñTechnologyò webpage 

(http://sxbluegps.com/technology/) that they will provide High Accuracy Solutions 

(http://www.sxbluegps.com/survey-accessories-pp.html) for those who need information on how 

to collect data that can be post-processed and information about ñéspecific L1 carrier phase 

software for the post-processing,ò but the link was diverted to their ñProduct Quoteò request for 

information form webpage (http://sxbluegps.com/product-quote/). [Please see the note in the 

middle  of p. 15 discussing the added costs of working with enhanced non-professional grade 

receivers.] 

 

If a WAAS-based receiver and its accompanying software package exist that can be post-

processed, the user would need to set the GNSS receiverôs real-time settings with the following 

cascading search protocol: 

1. Search for a WAAS signal 

2. If a WAAS signal is not received, then use uncorrected GPS. 

 

Basically, when WAAS is used for: 

 Mapping, the real-time corrections can create a good map of the mapped positions for the 

user to view while collecting data, but this map may be contain uncorrected positions.  Hence 

the need to post-process afterwards. 

 Navigation, the real-time correction signals can be used to guide the user to the target site.  If 

the receiver loses the signal during the navigation process, then the receiver should report a 

message like ñOld navigation.ò 

  

http://sxbluegps.com/
http://www.ikegps.com/
http://sxbluegps.com/product/pc-mapper/
http://www.ikegps.com/ikegps/ikedesktop/
http://sxbluegps.com/technology/
http://www.sxbluegps.com/survey-accessories-pp.html
http://sxbluegps.com/product-quote/
http://sxbluegps.com/product-quote/
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WAAS was developed by the Federal Aviation Administration (FAA) and the Department of 

Transportation (DOT) for en route and precision approach aircraft navigation, because 

unaugmented GPS alone cannot provide the positional accuracy to meet FAA's navigation 

requirements for accuracy, availability, and integrity.  WAAS tackles each of these requirements 

accordingly: 

 Positional accuaracy is achieved by providing differential correction to remove GPS signal errors 

caused by ionospheric disturbances, timing, and satellite orbit errors. 

 Availability is achieved by broadcasting the differential correction signals from two (2) 

geostationary satellites positioned over the U.S. 

 Integrity is achieved by monitoring the GPS signals to ensure that the corrections being transmitted 

are correct. 

 

On 10 July 2003, FAA declared WAAS operational for aviation safety-of-life use in the U.S. 

National Airspace System (NAS) by providing  

 En route navigation across the entire NAS 

 Vertical guidance performance [localizer performance with vertical guidance (LPV)] to 

most of the continental U.S. 
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The system (Figure 10) utilizes a network of precisely-located ground Wide-area Reference 

Stations (WRS) positioned across the continental U.S., Alaska, Hawaii, Puerto Rico as well as 

additonal stations in Canada and Mexico.  These stations collect and process GPS satellite data 

and send this data to either of the three Wide-area Master Station (WMS), which calculates GPS 

correction messages and then sends these messages to the Ground Uplink Stations, which in turn 

transmit these correction signals to the three WAAS satellites, which in turn broadcast these 

correction signals using the same frequency as the GPS satellites back to the earth for en route 

and precision approach aircraft navigation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 10. The basic design of the Wide Area Augmentation System (WAAS) (http://www.nstb.tc.faa.gov/):  

 GPS satellites (shown at the top of the image) broadcasting GPS signals towards the earth. 

 Wide-area Reference Stations (WRS) (shown as yellow circles in the U.S. and dark blue circles in 

Canada and Mexico) receiving GPS signals, which are then sent to the closest Wide-area Master Station 

(WMS) (shown as a rectangular server icon) 

 WMS calculates correction signals and transmits them to the Ground Uplink Stations (shown as a 

parabolic antenna icon) 

 The Ground Uplink Stations transmits the signals to the three WAAS satellites (shown at the bottom of 

the image as the two GEO Satellites) 

 The WAAS satellites transmits the correction signals for en route and precision approach aircraft 

navigation 


